AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

§44.01-20
any voyage not contemplated by the
certificate where a load line is re-

quired, the load line prescribed by part
42 of this subchapter shall govern.

(b) Vessels engaged on special serv-
ices in the coastwise trade and the
interisland trade will be certificated on
the form shown in §44.05-35.

[CGFR 65-50, 30 FR 16755, Dec. 30, 1965, as
amended by CGFR 68-60, 33 FR 10076, July 12,
1968]

8§44.01-20 New and existing vessels;
special service.

(@) A new vessel marked with load
lines for special service on a coastwise
or inter-island voyage is a vessel whose
keel was laid on or after September 28,
1937. An existing vessel is one whose
keel was laid before that date.

Subpart B—Rules for Assigning
Special Service Load Lines

§44.05-1 General.

(@) The load line regulations in this
part are complementary to those in
part 42 or part 45 (Great Lakes load
line regulations) of this subchapter, as
reference is made thereto.

[CGFR 65-50, 30 FR 16755, Dec. 30, 1965, as
amended by CGFR 68-60, 33 FR 10076, July 12,
1968]

§44.05-5 Definitions.

(a) A steam collier is a vessel me-
chanically propelled, and specially de-
signed for the carriage of coal in bulk.

(b) A towed barge is a vessel without
sufficient means of self-propulsion and
which requires to be towed.

(c) A self-propelled barge is a vessel
mechanically propelled of the type spe-
cially designed for use in limited coast-
wise and Great Lakes service and capa-
ble of transiting interconnecting ca-
nals.

§44.05-10 Load line markings.

(@) The load line marks on the ves-
sel’s sides must be in accordance with
§42.13-25(a) of this subchapter, except
seasonal markings such as “Winter
North Atlantic’’ which are not applica-
ble to the voyage are omitted.
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(b) In the case of vessels which en-
gage in special services on coastwise
voyages and voyages on the Great
Lakes, the marks on the vessel’s sides
are to be in accordance with Figure
44.05-10(b), except that the lines
marked “SW” and ‘“MS’’ shall be used
only where applicable.
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FIGURE 44.05-10(b).
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(c) The load lines aft of the combined
disk and diamond will be applicable for
voyages on the Great Lakes and those
on the forward side will be applicable
to limited coastwise voyages. The sum-
mer line on the ocean will correspond
to the summer line on the Lakes and
the winter line on the ocean will cor-
respond to the intermediate line on the
Lakes.

(d) In the case of vessels which oper-
ate both on special service coastwise
voyages and no unlimited coastwise
voyages, the marks on the ship’s sides
are to be in accordance with figure
44.05-10 (d). The load lines aft of the
disk will be applicable to voyages in
special service coastwise or inter-is-
land voyages and those on the forward
side will be applicable to unlimited
coastwise voyages. (A vessel marked
for both special service and unlimited
coastwise voyages and furnished with a
load line certificate on the inter-
national form shall, when entering the
foreign trade, arrange that the load
line markings are in accord with the
vessel’s international load line certifi-
cate by the elimination of the marks
aft of the disk.)
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